
1-056 Quarter-Turn with Wing Knob Pr14.1
L13.5

Avantages Materials

Notes

(S) Door-thickness max. 2.5mm
Please configure the quarter-turn with
insert and cam.
1. flat external seal 
2. grab-collar

 
For cutout 14.1, housing length 13.5,
with cylinder.

▪

RH / LH application.▪

Grounding by grounding nut.▪

A pre-assembled quarter-turn can be
installed in the cutout.

▪

All locks supplied with two keys.▪

Wing knob and housing: zinc die,
black or chrome plated

▪
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Quarter-Turn, zinc die with knob
 

 Part Number Latching type Surface Grounding type Installation type Delivery Unit

a) 220-9301.00-00000 chrome plated screw-on 1 pc.

b) 220-9303.00-00000 keyed alike DIRAK 2233X chrome plated screw-on 1 pc.

b) 220-9305.00-00000 keyed different chrome plated screw-on 1 pc.

a) 220-9302.00-00000 chrome plated Grounding nut screw-on 1 pc.

b) 220-9304.00-00000 keyed alike DIRAK 2233X chrome plated Grounding nut screw-on 1 pc.

b) 220-9306.00-00000 keyed different chrome plated Grounding nut screw-on 1 pc.

a) 220-9307.00-00000 black screw-on 1 pc.

b) 220-9309.00-00000 keyed alike DIRAK 2233X black screw-on 1 pc.

b) 220-9311.00-00000 keyed different black screw-on 1 pc.

a) 220-9308.00-00000 black Grounding nut screw-on 1 pc.

b) 220-9310.00-00000 keyed alike DIRAK 2233X black Grounding nut screw-on 1 pc.

b) 220-9312.00-00000 keyed different black Grounding nut screw-on 1 pc.
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Assembly options

Accessories

220-0002.00-00000 Assembling cam with o-ring

220-0004.00-00000 Assembling cam 90° to handle with o-ring

c) 1-058 Cams for Quarter-Turn Pr14.1
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1-058 Cams for Quarter-Turn Pr14.1

Avantages Materials

Notes

Please note: cams with star connection
only for cylinder quarter-turns.
1. ramp 2mm
2. stop

 

 

Cam, L-and H-dimension variable
 

 Part Number Stop H-dimension Length Delivery Unit

a) 220-0501.00-00000 Yes 13.5 mm 24 mm 10 pcs.

b) 220-0502.00-00000 Yes 19.5 mm 24 mm 10 pcs.

c) 220-0503.00-00000 Yes 7.5 mm 24 mm 10 pcs.

d) 220-10LL.00-Hxxmm Yes on request

e) 220-20LL.00-Hxxmm No on request

 

Cams, L- and H-dimension fixed.▪

Special cams, L- and H-dimension
variable.

▪

Special cams with star connection, L-
and H-dimension variable.

▪

Cams: steel, zinc plated▪
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